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INNOVATIVE ORBITAL SOLUTIONS

POWER SOURCES



220V
SASL161 :
115V AC single-phase + earth, 50/60Hz , Imax=20A,
Max. current 120 A, Power factor: 120A-60%,100A
-100%

SASL 160 :
230V AC single-phase + earth, 50/60Hz , Imax=26A,
Max. current 165 A,  Power factor: 100 A, 100%

- Ideal for on-site work
- welding data acquisition system
 •Supplied with a memory card with 200 programs,
20 levels each

Weight:
  - SASL-16xTRA: 15 kg / 33 lbs
  - SASL-16xTF   : 25 kg / 55 lbs

SD Flash card with 200 programs
per card

5.7" multi-language, colour touch
screen

Integrated printer

220V : :
SASL-160TRA
SASL-160T
SASL-160TF
115V :
SASL-161TRA
SASL-161T
SASL-161TF

SACF-020: Memory card
SALCF-020: memory card reade

SACW-C006: Coolant
SIMP-02: printer spool for SASL

References Accessories Consumables

115V

POWER SOURCES SASL-16x
INNOVATIVE ORBITAL SOLUTIONS

-

Join Experience
V3.8-06-2016

330B Route de Portes Les Valence - ZI Les Bosses - 26800 Etoile sur Rhône
Tél: +33 475 575 070 - Fax: +33 475 575 080
commerce@axxaircom - www.axxair.com



210A
- Orbital welding autoline, PFC compatible110V
-230V, 50/60hz, iMax =25A (220V), 30A(110V)

- Integrated cooler: 1400 W cooling capacity with
1L/min

- Cooling safety system: flow rate, pressure
- Max. current 210 A
- Power factor: 160 A, 100%
- Assistance for programs creation  : welding
passes presentation  with autoComputing multi-
passes

- Supplied with a memory card with 200 programs,
20 levels each

5.7" colour touch screen remote
control. Secure, multi-lingual
access

Easy-to-use touch screen features
parameter calculation

Safe cooling to protect heads (flow
rate, level, pressure)

SASL-200MPEF
SASL-200MPF
SASL-200MPAOF

SAGC-300: power source trolley
SACF-020: Memory card
SALCF-020: memory card reader

SACW-C006: Coolant
SIMP-02: printer spool for SASL

References Accessories Consumables

Autoline

POWER SOURCES SASL-200
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300A
- Orbital welding power source, 400V +/15% 3
phases + earth, 50/60Hz ,Imax = 24A

- Integrated cooler: 1400 W cooling capacity with
1L/min

- Cooling safety system: flow rate, pressure
- Max. current 300 A
- Power factor: 210 A, 100%
- Assistance for programs creation  : welding
passes presentation  with autoComputing multi-
passes

- Supplied with a memory card with 200 programs,
20 levels each

5.7" colour touch screen remote
control. Secure, multi-lingual
access

Drives up to 4 shafts, depending on
the version: wire feed, AVC, OSC
and wire

Integrated printer

SASL-300MPEF
SASL-300MPF
SASL-300MPAOF

SAGC-300: power source trolley
SACF-020: Memory card
SALCF-020: memory card reader

SACW-C006: Coolant
SIMP-02: printer spool for SASL

References Accessories Consumables

400V

POWER SOURCES SASL-300
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SAGC-300 : trolley for SASL-300/200

SADF2 : External Wire feeder

Accessories Accessories

SACW-Co06: cooling fluid
SACF-020: flash card with software
SALCF-020: Flash card reader
SIMP-02: printer paper for SASL
SADDD-15 : Dual flow meter

SADF2

SACW-Co06

SALCF-020 SACF-020

SAGC-300

SIMP-02

Accessories
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SADDD-15
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Compatibility table with
heads and accessories

Compatibility
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 SASL-160/161 TRA N N

SASL-160/161 T N N

SASL-160/161 TF O N

 SASL-200MPEF O O

 SASL-200MPF O O

 SASL-200MPAOF O O

SASL-300MPEF O O

SASL-300MPF O O

SASL-300MPAOF O O


